




















LIST OF CONTROLLED PROCEDURES

The facility will operate and maintain the source and associated air pollution control equipment
(including CPMS) in accordance with the Startup, Shutdown, and Malfunction Plan and the
controlled procedures listed below:

Environmental Monitering Equipment
Startup and Shutdown Procedure

Procedure Reference
1. C Blast Furnace Startup Procedure PO-PR-A2-60-0119E
2. C Blast Furnace Shutdown Procedure PO-PR-A2-60-0115E
3. C Blast Furnace Casthouse Baghouse PO-PR-A2-65-0135E
Startup Procedure
4.  C Blast Furnace Casthouse Baghouse PO-PR-A2-65-0136E
Shutdown Procedure
5. C Blast Furnace Casthouse Baghouse ID | PO-PR-A2-65-0137E
Fans Startup Procedure
6.  C Blast Furnace Casthouse Baghouse ID | PO-PR-A2-65-0138E
Fans Shutdown Procedure
7. C Blast Furnace Casthouse Baghouse PO-PR-A2-65-0139E
Malfunction Reporting Procedure
8. C-Blast Furnace Bleeder Emissions PO-PR-A2-65-0140E
Control
0. C Blast Furnace Casthouse Baghouse Iron Making — Environmental Deviation — Working
System Malfunction Procedure Reporting | Report — PO-FM-A2-65-0132E-01
Form
10.  C Blast Furnace Casthouse Baghouse PO-PR-A2-02-0125E
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REVISION TABLE

Date Revision Comments
5/18/2006 Original Issue — SSM incorporated into O&M Plan
10/15/07 Revised to include newly installed baghouse - SSM incorporated into
O&M Plan
4/15/11 Revised to change facility name — SSM incorporated into O&M Plan
11/21/13 Revised to include more detailed SNC Lavelin O&M plan, add

details regarding CPMS and update CPMS Operating Parameters —
SSM incorporated into O&M Plan

5/12/14 Revised to include Bleeder SSM Plan — SSM incorporated inte:Q&M
Plan.

8/17/15 Separated SSM plan from other plans, revised format to‘eonformto
AK Standards, modified procedure numbers

9/16/16 Added overall and compartment differential pressure transmitters to

monitoring equipment startup and shutdown descriptions, added form
number for malfunction reporting form
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